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PROJECT :

NOTES :

1621-38 McEwen Drive, Lakeview Industrial Plaza, Whitby, ON. Canada L1N 9A5

LED PANEL - FRAMELESS MAX-HIGH BRIGHTNESS

6 mm
(0.24”)

8 mm
(0.31”)

8 mm
(0.31”)

 FRAMELESS MAX-HIGH - PROFILE ( TO SCALE )

MODEL :

LED OUTPUT :

POWER CONSUMPTION :

WHITE PANEL THICKNESS :

FRAME STYLE :

ELPmh/

MAX-HIGH OUTPUT

WHITE: 17 W/M  [5.18W/Ft]  

6mm [0.23”]  or  RECOMMENDED 8mm [0.31”] 

NO FRAME

WHITE BRIGHTNESS LEVEL : 11/15

10 mm
(0.39”)

13mm (0.51”)

10mm (0.39”)

15 mm
(0.6”)

13mm (0.51”)

LED PANEL - MAX-HIGH BRIGHTNESS MAX HIGH -  PROFILE ( TO SCALE )

MODEL :

LED OUTPUT :

POWER CONSUMPTION :

FRAME THICKNESS :

FRAME STYLE :

ELsf-37mh/

MAX-HIGH OUTPUT

17 W/M  [5.18W/Ft]

8mm [ 0.31”]

SINGLE CHANNEL BACK - INVISIBLE MOUNTING

BRIGHTNESS LEVEL : 10/15

LED PANEL - EXTREME BRIGHTNESS  EXTREME - PROFILE ( TO SCALE )

MODEL :

LED OUTPUT :

POWER CONSUMPTION :

FRAME THICKNESS :

FRAME STYLE :

ELsf-32e/

EXTREME OUTPUT

25 W/M  [7.62W/Ft]

10mm ( 0.39”) 

DOUBLE CHANNEL BACK - INVISIBLE MOUNTING

BRIGHTNESS LEVEL : 15/15

LED SLIM FIXTURE W/ DIFFUSION - MAX-HIGH OR EXTREME BRIGHTNESS   SLIM FIXTURE W/ DIFFUSION - PROFILE ( TO SCALE )

MODEL :

LED OUTPUT :

POWER CONSUMPTION :

FRAME THICKNESS :

FRAME STYLE :

ELsfd-20/mh (Max-High)  or  ELsfd-20/e (Extreme)

MAX- HIGH OR EXTREME OUTPUT

MH - 17 W/M  [5.18W/Ft] |  E - 25 W/M  [7.62W/Ft]

15mm ( 0.6”) 

SINGLE CHANNEL BACK 

BRIGHTNESS LEVEL : W/ DIFFUSION  -  MH - 9/15  |  E- 13/15

0.5” Mylar Tape Mask

0.5” Mylar Tape Mask

*SPECIAL ORDER ONLY

10 mm
(0.39”)

0.5” Mylar Tape Mask
RGB POWER CONSUMPTION :

RGB PANEL THICKNESS :

RGB : 14W/M [4.27W/Ft]

10mm [0.39”] 

8/15RGB BRIGHTNESS LEVEL :
RGB ONLY (NEW 10.5mm [0.41”] FRAMED RGB ALSO AVAILABLE)

LED LIGHTING SOLUTIONS . . .


